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TOTAL AREA OF PROPERTY:
LIMIT OF SUBMISSION;:
ZONING: M-1

RUILDING AREA

A. EXISTING: vuveenenn uun 20,000
B. PROPOSED I vvveenunennnnsn 4,975
Co TOTAL L et e e e ennnnnnnnn, 24,975
D. COVERAGE: 4 e vuunennnans 15.0%
PARKING DATA

A. OFFICE: 7 SPACES/1l0 LMPLOYEES =
B. WAREHOUSE: 1 SPACE/500 S.F. =
C. TOTAL REQUIRED = 50 SPACES
D. TOTAL PROVIDED = 50 SPACES
OPEN SPACE

A. REQUIRED: 3.799 AC. X 20% =
B. PROVIDED: 2.55 AC. = 67%
THE CONTRACTOR SHALL NOTIFY THE HOWARD COUNTY COHSTRUC-
TION INSPECTION DIVISION 24 HOURS PRIOR TO BEGiNNING
WORK AT 995-2437

ALT. CONSTRUCTION SHALL BE ACCOMPLISHED IN ACCORDANCE
WITH THE HOWARD COUNTY ROAD CONSTRUCTION CODE AND
STANDARD SPHECIFICATIONS.

EXISTING UTILITIES SHOWN HEREON HAVE BERN LOCATED FROM
FIELD AND OFFICE INFORMATION, THE CONTRACTOR SHALL
DETERMINE THE EXACT LOCATION OF EXISTING UTILITIES TO
HIS OWN SATISFACTION BEFORE MAKIWG ANY CONNECTION
THERETO OR EXCAVATING IN THE AREA THEREOF.

SEE ARCHITECTURAL DRAWINGS TC VERIFY BUILDING DIMEN-
SIONS.

STORM WATER MANAGEMENT PROVIDED UNDER F-75-67.

TOTAL AnkA OF PARKING LOTS = 12,040 SF

AREA OF LANDSCALELD | SLANDS FEQ » 12 ¢40 =57 © G 32 SF
AREA OF LANDSCAPES? [SLANIZS PROYIOE:Y t B77 0F & B.0 e

3.799% AC.
0.57 AC.

ninwn
1)

7/10 X 8
21,975/500

6 SPACES
44 SPACES

0.76 AC.

NOTE :

OWNER

PROLITH INTERNATIONAL, Inc.
10225 SOUTHARD DRIVE
BELTSYILLE, MARYLAND 20705

SITE /S LOCATEL ON AOWARLD CO. SC/LE MmAF 34
DISTURBESD AREAS ARE WITHIN SOIL CLAZ T /Fi AT DN
SFCZ ( SASSAFRAS ) WHICH DOES NOT HAYL A Hili4
POTENTIAL FOR SQIL EROSION ) 1T NG A S0 10 S0
AND 1S NOT A SQIL WiTH HYQFIL IN i 510D,

ADDRESS CHART

PARCEL NO. ADDRESS

4->1-89

AN S

E 9550 LYNN BUFF (:OURTj1

DITE DEVELOPMENT FLAN

FISHER, COLLINS 8 CARTER, INC.

)
CIVIL._ ENGINEERS 8 LAND SURVEYORS

8388 COURT AVE.

ELLICOTT CITY, MD. 21043
(301) 461 - 2855

ENGINEER'S CERTIFICATE

I HEREBY CERTIFY THAT THIS PLAN FOR EROSION AND SED-
IMENT CONTROL REPRESENTS A PRACTICAL AND WORKABLE PLAN
BASED ON MY PERSONAL KNOWLEDGE OF VHE SITE CONDITIONS
AND THAT IT WAS PREPARED IN ACCORDANCE WITH THE REQUIRE-
MENTS OF THE HOWARD SOIL CONSERVATION DISTRICT.

DEVELOPER'S CERTIFICATE

“1/WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION
WILL BE DONE ACCORDING TO THIS PLAN OF DEVELOPMENT AND
PLAN FOR EROSION AND SEDIMENT CONTROL AND THAT ALL
RESPONSIBLE PERSONNEL INYOLVED IN THE CONSTRUCTION
PROJECT WILL HAVE A CERTIFICATE OF ATTENDANCE AT A
DEPARTMENT OF NATURAL RESOURCES APPROVED TRAINING PRO-
GRAM FOR THE CONTROL OF SEDIMENT AND EROSION BEFORE
BEGINNING THE PROJECT. I ALSO AUTHORIZE PERIODIC ON-
SITE INSPECTION BY THE HOWARD SOIL CONSERVATION DIS-
TRICT OR THEIR AUTHORIZED AGENTS, AS ARE DEEMED

NECESSARY "
Sl

LDE p— et

SIGNATURE OF OEVELOTERS

ISTRICT.

APPROVED;

-

DISTRICT

" L

T REVIEWED FOR HOWARD COUNTY SOIL CONSERVATION
DISTRICT AND MEETS TECHNICAL REQUIREMENTS.

s

"YHIS DEVELOPMENT 1S APPROVED FOR EROSION AND

EDIMENT CONTROL BY THE HOWARD SOIL CONSERVATION

s

HOWARD SOIL CONSERVATION DISTRICT

FICE OF PLANNING § ZONING T APPROVED: DEPARTMENT OF PUBLIC WORKS

2.8Y

-

FOR PUBLIC WATER AND SEWER AND STORM DRAINRAGE

SYSTEMS AND ROADS.

NING CIRECTOR. DATE . '
insiha % laegts . o fe . PUBIES W , OATE
CHIEF, DWVISION OF CoMMUNITY  OAT TPV X A O oy
PLANNINGS & LAND DEVELOPMENT T "BURE NGTNFERIN Jytas

APPROVED: HOWARD COUNTY HEALTH DEPARTMENT.
FOR PUBLIC WATER AND SEWERAGE SYSTEMS. SUBDIVISION NAME SECTION/AREA @y PARCEL NO
U.S | JOINT YENTURE —— 3
PLAT NOAF |BLOCK NO. | ZONE |TAX /ZONE [ELEC DIST |CENSUS TR.
Y 3892 * z3 M- 47 8 TH 6063
L M WATER CODE “Teewer COOE
OUNTY HEAUTH .. C-04 7220000

WAF EHOU ZE ACRDITION
PARCEL E

US. ¥l JOINT VENTURE

PROLITH INTERNATIONAL , INC .
FIVISION TO .07 §5-37

’"’ - TAX MAP 47 P/0 PARCEL 910
o 6TH. ELECTION DISTRICT
e, - HOWARD COUNTY MARYLAND
SCALE: 1" = 30’ MAF CH 22,1900
CHMARLES U~CROVO SR
MD REG No. 13204 SHEET | OF &

Sof §9-116
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CONSTRUCTION SPECIFICATIONS

—
10

dence lot wvhere 8 30 foot minimum length would apply).
3. Thichness - Not less than six (§) inches.

SEQUENCE OF CONSTRUCTION

1. OBTAIN GRADING PERMIT

COMPLETE BUILDING CONSTRUCTION,.
PAVE PARKING AREAS.
STABILIZE REMAINDER OF SITE.

Vo s « L s IR L B~
* r & &

J—

181.99" LI

LYNN

NBZe QI 49" W

//‘——
PROPERTY DETAIL
SC
STANDARD $TMBOL ﬂ%} SCALE. I" - 100"
. EXISTING
' 30 _mn. —« PAVEMENT
| | e
et ¥YV7 & min )
ricl::;n/ LROFILE ! Lnomunm.: BEAM
(Cwtional)
‘
grevn 50. min
R i.r I ;??'?‘ EXISTING]
X 43 PAVEMENT

1. Gtone Biza -~ Usa 2* stone, or reciaimed or recycled concrete squivalent.
2. Langth - As requlired, but not less then 30 feet [except on & aingle resi-

WAL

_~1

PA il SECTHON

T

INOW® PO

STANRALD MY

NOT TO QAR

4. Midth - Ten (10) foot minimum, but not leas than the full width at
points vhere ingress or sgress occurs. SECTION ROAD AND STREET PAVEMENT MATERIALS
$. TFliter Cloth - Will be plsced over the entlre ares prioc to placing of atone. NUMBER CLASSEFICATION FULL DEPTH BIT, CONC. ALTERNATE GRANULAR BASE ALTERNATES
Pilter vill not be zequired on a single family residence lot.
6. Butlace Watar -~ All surfece water flowing or diverted toward construction
entrunces shall ba piped across the entrance. If piplng is Llapractical, PARKING AREAS AND TRAVELWAYS 1 " @|1T. CONC. SURFACE |2" BIT. CONC. SURFACE
a mountable berm with 5t1 slopes will be permittad. APARTMENTS AND COMMERC | AL— . - " . —r— 2" BIT, CONC. BASE
7. Malntenance - The entrance shall be malntalned in a condltion which will ~—— 4" BIT. CONC. BASE Tt ‘H# PR | ME
INDUSTRIAL ZONES WITH NO .
prevent tracking or flowing of sediment onto public righta-of-way. This may P-| o¥'oO N
require perlodic top dresning with sdditional stone as conditions demand HEAVY TRUCKS (- 57 CRUSHER RUN BASE COUHSE
and tepalt snd/or clesnout of sny seasures used to trap sediment. All OR 4" DENSE CRADED STADILIZED
sedinment apllled, dropped, washed or trached onto public rlghta-ol- way must )
be removed lmwmedistely. P“ s AGREGATE BASE COURGE
§. Washing - Wheels shall be cleaned to remove sediment prlor to entrance onto
public righte-of-way. When washing ls requiced, it shall be done On an area
stabllized with stone and which draine into an approved sedimant trapping RESTDENTIAL ZOMES
9. Perlon.c ! -thon and needed maintensnce shall e provided arter eech ra... COMMERCIAY IMPISTIPIAL ZONES —1—— ) /2 BIT, CONC. BASE ——— & |/2" BIT, CONC. DASE
CyYL-DE-
b k?f::bAHD CUL-DE-SAC STREETS — 5% g17. CONC. BASE i \L__:::Pﬂ,“e
PARK | NG AREAS o> ——4— 6" CRUSHER RUN BASE COURSE
APARTMENTS AND COMMERC|AL- .[_ OR 4 | /7" DENSE GRADED STAR—
INDUSTRIAL Z0NES WITH MORE LIZED MGGREGATE BASE COURSE
THAN 10 HEAVY TRUCKS PER DAY®
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BUILOING

EF 12471 % . DErREDS SURB
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2. NOTIFY DEPT. OF PERMITS AND LICENCES ‘AT 992-2437
3. INSTALL STABILIZED CONSTRUCTION ENTRANCE AND SILT FENCE.
NOTCH EXISTING PAVING AS REQUIRED TO INSTALL SILT FENCE.
. ROUGH GRADE SITE.
. BEGIN BUILDING CONSTRUCTION.
PLACE SUB-BASE MATERIAL IN AREAS TC BE PAVED.
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o BINISHED @RADE QF PAYING

CUKE SUT DETAIL FOKS
HANDICAPPED AGCE LS

x frri.«

1wl |
.zméi f’;J ;gf;)

\, 5 CONS WALK,
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SEDIMENT CONTROL NOTES

- 1) A minimum of 24 hours notice must be given to

the Howard County Office of Inspection and Permits

prior to the start of anvy construction.

2) All vegetative and structural practices are to

(992-2437)

be

installed according to the provisions of this plan
and are to be in conformance with the 1983 MARYLAND
STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND

SEDIMENT CONTROL.

3) Following initial soil disturbance or redisturbance,
permanent or temporary stabilization shall be completed
within: a) 7 calendar days for all perimeter sediment
control structures, dikes, perimeter slopes and all
slopes greater than 3:1, b) 14 days as to all other

disturbed or graded areas on the project site,

4) All sediment traps/basins shown must be fenced

and warning signs

posted around thelr perimeter in accordance with Vol. 1,

Chaper 12, of the HOWARD COUNTY DESIGN MANUAL,
Drainage._

Stprm

5) All disturbed areas must be stabilized within the

time period specified above in accordance with
1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR

the
SOIL

ERGSION AND SEDIMENT CONTROL for permanent seedings
{Sec. 51) sod (Sec. 54), temporary seeding (Sec. 50) and

mulching (Sec. 52.)

Temporary stabilization with

mulch alone can only be done when recommended seeding
dates do not allow for proper germinatiowm and estab-

lishment of grasses,

6) All sediment control structures are to remain in place
and are to be maintained in operative conditinn uncil

permission for their removal has beemr obtained
the Howard County Sediment Control Inspector

7) Site Analysis:

Total Area of Site 3.799 Acres
Area Disturbed Q.2B  Acres
Area to be roofed or paved -1

Acres

from

Area to be vegetatively stabillized e.97 Acres

Total Cur 590  Cu, yds
Total Fill 500 Cu. yds

Offsite waste/borrow area location

N/A

8) Any sediment control practice which is disturbed by
grading activity for placement of utilities must be

repaired on the same day of disturbance.

9) Additional sediment controls must be provided,

if

., deemed necessary by the Howard County DPW sediment control inspector,

On all sites with disturbed areas in excess of

2 acres, approval

of the inspection agency shall be requested upon completion of

installation of perimeter erosion and sediment
proceeding with any other earth disturbance or

controls, but before
grading. Other

building or grading inspection approvals may not be authorized uncil

this initial approval by the inspection agency
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PERMANENT SEEDINC MITES

Apply to graded or cleared areas not subject to immediate !urther Jisturbance where a
parmanent long-lived vegetative cover is needed.

Saedoed Preparation: Loosen upper three inches of soil by raking, discing or other
acceptable means before seeding.

$01l Amendments: In lieu of soil test recommendations, use one of the following schedulan:

1) Preferred —— Apply 2 tons per acre dolomitic limestone (92 1bs/1000 square ft} and
600 lbs per acre 10-10-10 fertilizer (14 lbe/1000 sq fr) before seedipg. Harrow or
disc into upper three inches of soil. Ar time of seeding, apply 400 lbs per acre
10-u-0 ureaform fertilizer (9 1bs/1000 sq ftr).

2} Acceptable — Aprly 2 tons per acre delomitic limestone (32 ibs/L000 sq fr) and
L0OC 1bs per acre 10-10-10 fertilizer (23 1bs/1000 sq ftr) before seeding. Harrow
or disc into upper three inches of soii.

Seeding - For the periocds March 1 thru April 30, and August 1 thru Qctober 15, 3eed with
60 1bs per acre (1.4 lbs/1000 sq ft)} of Kentucky 31 Tall Fescue. For the perioa May 1
thru July 11, seed with 60 lbs Kentucky 31 Tall Fescue per acre and 7 lhs per acre (.05
1bs/1000 sq ft) of weeping lovegrass. During the perisd of Octdber 16 thru February 28,
protect site by: Option (1} 2 tons per acre of well anchored straw mulch and seed as soon
as possible in the spring. Option (2) Use god. Optioun (3) Seed with 60 ibs/acre Kentucky

31 Tall Fescue and muleh with 2 rtons/acre well anchored straw.
Mulching -~ Apply 1% to 2 ‘tons per acre (70 to 90 1bs/1000 sq ft) of unrotted small grain

straw immediately after seeding. Anchor mulch Immediately after application using mulch
anchoring tool or 218 gallons per acre (5 gal/l1000 sq ft) of emulsified asphalc on flat

areas. On slopes B feet or higher, use 348 gallons per acre (8 gal/1000 sq ft) for anchoring
Maintenance -~ Inspect all seeded areas and make needed repairs, replaccments and
reseedings.

TEMPCRARY SEEDING NOTES

Apply to graded or cleared areas likely to be redisturbed where a short-term vegetative
cover is needed.

Seedbed Preparacion: Loosen upper three inches of soll bv raking, disrieg nr athar accep-
veeding.

rihla moin, Rwafous

501l Amendments: Apply 60 1lbs per acre 1G-10-10 fertilizer (14 1bs/1000 sq ft).

Seeding: For periods March 1 cthru April 30 and from August 15 thru Novermber 15, seed
with 2§ bushel per acre of anpual rye (3.2 1lbs/1l000 sq ft). For the period May i thru
August 14, seed with 3 lbs per acre of weeping lovegrass (.07 1bs/1000 sq fr;. For the
period November 16 thru February 28, protect site by appiying I tons per acre of well
anchored straw mulch and seed as soon as possible in the spring, or use sod.

Hulching: Apply 1% to 2 tons per acre {70 to 90 1lbs/1000 saq ft) of unrotted small grain
straw immediately after seeding, Anchor mulch immediarely after application using msleh
anchoring tool or 218 gal per acre (5 gal/l000 sq ftr) of emulsified asphalt un flat areas.
On slepes 8 ft or higher, use 348 gal per acre (8 gal/1000 sq ftr) for anchoring.

L] .
Refer to Ghe 1981 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSICR AND SEDIMENT CONTROL
for rare and methods not covered.

GRADING FOR PLANTING
ON SLOPES

—-Stake
Wire
Turnbuckle

STAKING NETAIL

{
= Wire Tie
Turnbuckle
Rubber Hose
-2x4 stake
Wrapping
4-—Mulch
~-Berm

1'-0" High
2-1/2"Caliper_
Min,

—_———

£ -5 Hin.

30" Min.

H 6" 'in.

Twice Ball |
Dia.

Note: Remove Burlap irom
Top 1/3 of Ball

TREE PLANTING
NG SCALE

OWNER

PROLITH INTERNATIONAL, Inc.
10225 SOUTHARD DRIVE
BELTSVILLE, MARYLAND 20705 #-a1-89

LS

SITE OEVELOPMENT PLAN 1

r-u
l;
FISHER, COLLINS & CARTER, INC.

CIviL ERGINEERS & LAND SURVEYORS
" 8388 COURT AVE.

ELLICOTT CITY, MD 21043
(301) 461- 2855

ENGINEER'S CERTIFICATE

I HEREBY CERTIFY THAT THIS PLAN FOR EROSION AND SED-
IMENT CONTROL REPRESENTS A PRACTICAL AND WORKABLE PLAN
BASED ON MY PERSONAL KXNOWLEDGE OF THE SITE CONDITIONS
AND THAT IT WAS PRePARED 'N ACCORDANCE WITH THE RLQUIRE-

DEVELOPER'S CERTIFICATE

“1/WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION
WILL BE DONE ACCORDING TO THIS PLAN OF DEVELOPMENT AND
PLAN FOR FRQSION AND SEDIMENT CONTROL AND THAT ALL
RESPONSIBLE PERSONNEL INVOLVED IN THE CONSTRUCTION
PROJECT WILL HAVE A CERTIFICATE OF ATTENDANCE AT A
DEPARTMENT OF NATURAL RESOURCES APPROVED TRAINING PRO-
GRAM FOR THE CONTROL OF SEDIMENT AND EROSION BEFORE
BEGINNING THE PROJECT. 1 ALSO AUTHORIZE PERIODIC ON-
SITE INSPECTION BY THE HOWARD SOIL CONSERVATJON DIS-
TRICT OR THEIR AUTHORIZED AGENTS, AS ARE DEEMED

N , 5@37
SIGNATURE UF ENGINEER thE

Lekyp— _

SIaNATURE OF DEVELOPER

NECESSARY. "
_ E%éTié

REVIEVED FOR HOWARD COUNTY SCIL CONSERVATION
DISTRICT AND MEETS TECHNICAL REQUIREMENTS.

THIS DEVELOPMENT 1S APPROVED FOR EROSION AND

EDIMENT CONTROL BY THE HOWARD SOIL CONSERVATION
s
e

HOWARD SOIL CONSERVATION DISTRICT

> X

PLANNING ¢ _AND DEVELOPMENT

APPROVED: DEPARTHENT OF PUBLIC WORKS. .
* FOR PUBLIC WATER AND SEWER AfID STORM. DRAINAGE
SYSTEMS AHD ROADS.

APPROVED: HOWARD COUNTY HEALTH DEPARTMENT.
FOR PUBLIC WATER AND SEWERAGE SYSTEMS.

WARKREHOUSE ADRITION
PARCEL E

US.*1 JOINT VENTURE

PROLITH INTERNATIONAL, INC.

REVISIO O v.0F. $5-37
TAX MAP 47N T P/0 PARCEL 910

6TH. ELECTION DISTRICT
HOWARD COUNTY MARYLAND

alulr

CATE

QHIEF, BUREAL OF ENGNEEEN§9
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